
STC Sentry 383 Single Door  Access ControllerSingle Door  Access Controller

> Built-in reader and control single-door for 3000 personnel IDs
> Small and compact size (only 11.9 x 8.6 x 1.8 cm) 
> Display card number and time 
> Capable to connect another card reader for a complete In/Out 

scan Card Operation
> Includes a Door Bell button
> Includes connection for Door Release Button
> Software allowing computer connect up to 99 units
> With software support, In/Out transactions will be uploaded to 

computer in real time
> When off-line with computer, can save up to 2000 In/Out 

transactions
> Supports up to 60-set Time-zone Group
> Door can be remote-opened by software
> Software supports Multi-Language
> Easy to use and installation
> Ideal for door access control and collection of attendance data 
> Affordable pricing

Compact and All-in-oneCompact and All-in-one
Slim SizeSlim Size

Slim SizeSlim Size
Slim SizeSlim Size

CPU Atmel 89C52 microcontroller with watch-dog timer
Real-Time clock Battery-backed
Memory 256K byte EEprom
Reader Operating frequency 125kHz

   Reading distance up to 70 mm
LED 6 digit 7 segments LED
Serial Interface to PC RS485 (support maximum 1200m/4000ft distance) 
I/O port 1 x Wiegand Input for extra reader 

1 x Door status input 
1 x Door release button input
1 x Door Bell button input
1 x NC/NO Door Lock connection 

Power Requirement 9V DC 300mA
oOperating Temperature 0 - 60 C

Dimensions 119 x 86 x 18 mm
Weight 400g 

Hardware SpecificationHardware Specification

Software FeaturesSoftware Features

> Capable to connect 99 sets of Sentry 383 to 
single computer for central management

> Date and Time can be synchronized by 
computer for precision control

> IN/OUT transactions upload to computer in 
real-time

> Support 60 sets Time-zone groups, each 
Time-zone allows 3 different time frames

> Supporting 3000 personnel ID with photo. 
Photo will be shown on computer when entry 
makes

> Supports 3 level access-rights, they are 
operator, officer and supervisor

> Door can be opened and monitored by 
computer

> Bundle simple attendance reports
> Support export and import from XLS file
> Multi-language and user friendly (all message 

and prompts can be re-defined to other 
language)
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